**GENERAL NOTES:**

1. **ALL EXTERNAL PIPING TO THE COUPLINGS IN THE SIDE OF TANK FOR THE SOLIDS, OIL REMOVAL & VENT PIPES ARE BY OTHERS.**
2. **FOUNDATION PAD MUST BE LEVEL TO WITHIN 1/8" IN BOTH DIRECTIONS.**
3. **LOCATION ELEVATION AND POSITION MUST BE VERIFIED BEFORE ANCHORING OF TANK TO THE FOUNDATION PAD.**
4. **OVERHEAD ROOM IS REQUIRED FOR MEDIA REMOVAL.**
5. **COUPLINGS PROVIDED FOR CUSTOMER TO ADD HIGH OIL LEVEL AND SOLIDS DETECTION ALARM.**

**MATERIAL NOTES:**

1. **TANK TO BE FABRICATED W/ 1/4" ASTM PLATE**
2. **TANK INTERIOR TO BE SANDBLASTED TO (SSPC-SPE) NEAR WHITE FOLLOWED BY PAINTING WITH ONE (2) COATS OF TMEC 120 VINYL ESTER COATING (GREY COLOR)**
   - TANK EXTERIOR TO BE SANDBLASTED TO (SSPC-SPE) COMMERCIAL BLAST CLEANING FOLLOWED BY PAINTING WITH ONE (2) COATS OF OF TMEC SERIES 68 HIGH BUILD EPOXY (GREY COLOR)
3. **COALESING MEDIA TO BE 10 MIL PVC CROSS CORRUGATED, MAX TEMP. 140° F.**